Intronics
MODEL 233 CHOPPER STABILIZED AMPLIFIER ® Power ©
: MODEL 233 DATA B
SHEET MARKED-UP
4/27/92 TO REFLECT
REDESIGN
MODEL 234 233K 233L PERFORMANCE.

OPEN LOOP GAIN

SPECIFICATIONS (typical @ +25°C and +15V unless atherwise noted)

DC 2k ohm load 107 VAV min
RATED QUTPUT
Voltage £10V min
Current £5mA min
Load Capacitance Range 0= 1000pF min . . OUTLINE DIMENSIONS
FREQUENCY -
Unity Gain, Small Signal 500kHz (in Inches)
Full Power Response 4kHz min
Siew Rate 0.25V/us £ % b 150 4
INPUT OF FSET VOLTAGE T |
initial Offsat £50uV max =20uV max 220uV max 044 |
vs. Temp. 0°C 10 +70°C =1.0uV/"C max 0.V Cmax =0.1uV/"C max - T T
vs. Supply Voltage +0.2uV/% J * ; ~ <
vs. Time +2uV/month ® = —= 0040 D1,
MFumn, L 020MIN 025 MAX.
10sec to 10min £3uV ¥ 2 5
INPUT BIAS CURRENT Wl 1w mm mw e 5 m | ¥y
Initial 175pA max +50pA max +50pA max | o ™M o
vs. Temp, 0°C 1o +70°C +2pA/°C max =1pA/C max =0.5pA/C max | ——-—;m-[—e—-COM-:—, é 50k |
vs. Supply Voltage +0.5pA/% 2 . 1.50} ‘SG A iy e (A x |
VI ) L ~
INPUT IMPEDANCE | BTG v -V, |
e 1
Inverting Input e TRIM fx— !
to Signal Ground 600k ohms o L | B e - |
R S i
| I T
INPUT NOISE Commmmeem e |
Voltage, 0.01 to 1Hz 1LV p-p . = o s S LA
0.1 to 10Hz 3uv pp * g BOTTOM VIEW
5Hz to 10kHz 3V rms 3 *
Current, 0.01 1o 1Hz JpA p-p 5 = |
0.1 10 10Hz 6pA p-p = . i
INPUT VOLTAGE RANGE
{=} Input to Signal Ground =15V max =
POWER SUPPLY MATING SOCKET AC1010
Rated Performance =15V i o — 008
Operating 21210181V i E L REF
o S e s FERER
Quiescent Current *5mA * - TEI i
TEMPERATURE RANGE o e -T I E‘iox
Rated Specifications 0°C o +70°C * . EE,E%ER =1 1 ' i 3
Operating -25°C to +85°C : ok el
Storage -55"C to+125°C
-— 140
Y
013 DIA
*Specifications same as Model 233 ~ 2 HOLES
140 —|-€
0.70
Specifications subject to change without notice
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